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HEBEL POWERPANEL FIXING DETAIL (VISIBLE EDGE BEAM SHOWN)
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HIGH RISE MULTI-RESIDENTIAL FACADES

CONSTRUCTION DETAILS
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HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS
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HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS
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HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS
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HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS
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DULUX ACRATEX
COATING SYSTEM

HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS
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HEBEL FACADE
TOP HAT

RONDO STUD FRAME
WALL SYSTEM

HEBEL FACADE
TOP HAT

WALL WRAP

RONDO STUD FRAME
WALL SYSTEM

HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS
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50 x 50 x 0.8 RONDO
STEEL ANGLE

HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS

% 12mm NOM.

BACKING ROD AND SEALANT
(FIRE RATED IF REQ.)

ﬁ COATING SYSTEM

PLASTERBOARD

CORNER TAPE ﬂ‘

HEBEL POWERPANEL

WALL WRAP (MUST OVERLAP
THE UNDER-FLASHING)

STEP MACHINE ENDS OF SUB-JAMB
AND ANGLE CLEATS AND FULLY
SEAL CORNER JOINTS.

BACKING ROD AND SEALANT

PROVIDE DRIP EDGE OR GROOVE/‘
TO UNDERSIDE OF POWERPANEL

WINDOW FRAME

1 |
12 -~

ya

WINDOW HEAD

SCALE: 1:5
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g FIXINGS
BACKING ROD SEAL OVER FIXINGS
RONDO STUD FRAME AND SEALANT :
WALL SYSTEM ﬁ SUB-SILL
_— PLASTERBOARD NOM. -10mm GAPﬂ
ol
/ CONTINUOUS SEALANT TO FOUR
SIDES (AIR-SEAL)
WALL WRAP UNDER-FLASHING
TO HEAD. FULL OPENING WATERPROOF SUB-SILL THEN SUB-JAMB INLAYED
WIDTH +600mm EACH SIDE MEMBRANE TO SILL WITH ANGLE CLEAT TO CORNER
JOINT AND FULLY SEALED
I 4 O
| FINGS PACKER PLASTERBOARD
“ DULUX ACRATEX P e ’ﬁ
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L7
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PLASTERBOARD K JAMB STUD

HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS

CORNER FILLET
SEALANT TO ALL
FRAMING CORNERS

) NI

RONDO STUD FRAME

WALL SYSTEM

WALL WRAP

S~ O

HEBEL FACADE TOP HAT

é

HEBEL POWERPANEL ——

<

C
S

ONTINUOUS SEALANT TO FOUR
IDES (AIR-SEAL)

SUB-JAMB

FLUSH INFILL TO SLIDING

Wi

INDOW FRAME

ANGLE TRIM

/]

— (POWERPANEL SILL)

PLASTERBOARD
~ JAMB STUD

REINFORCED WALL WRAP
AGAINST TOP HAT AND
SUB-JAMB AS REQUIRED

WINDOW JAMB

SCALE: 1:5

CORNER FILLET
SEALANT TO ALL
FRAMING CORNERS

RONDO STUD FRAME

WALL SYSTEM
WALL WRAP

—

HEBEL FACADE TOP HAT

e

HEBEL POWERPANEL —

COATING SYSTEM

A A

Z=

CONTINUOUS SEALANT TO FOUR
SIDES (AIR-SEAL)

REINFORCED WALL WRAP
AGAINST TOP HAT AND
SUB-JAMB AS REQUIRED

SUB-JAMB

FLUSH INFILL TO SLIDING DOOR
FRAME (IF NOT INTEGRAL TO FRAME)

ANGLE TRIM

BACKING ROD AND SEALANT

/— (SUB-SILL/THRESHOLD)

N

DULUX ACRATEX
COATING SYSTEM

IMPORTANT: THE WINDOW

CORNER FILLET SEALANT /
SUB-SILL TO POWERPANEL

MANUFACTURER IS TO

SUPPLY THE AIR SEAL DETAIL FOR SLIDING DOOR
JAMB, SO THAT AIR CAN NOT VENT INTO WALL CAVITY.
CSR HEBEL RECOMMENDS THE USE OF FULL

PERIMETER SUB-FRAMES.

SLIDING DOOR JAMB AT BASE

SCALE: 1:5
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MECHANICAL FIXING TO
PROJECT SPECIFICATIONS

PROVIDE DRIP EDGE OR
REGLET AS REQUIRED

HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS

CONCRETE EDGE BEAM

STEP MACHINE ENDS OF SUB-JAMB
AND ANGLE CLEAT. FIX CORNER

20mm NOM.

JOINT AND SEAL TO SUB-HEAD.

CLEARANCE

BACKING ROD AND

BACKING ROD AND SEALANT

SEALANT

SLIDING DOOR FRAME

PACKER
SUB-HEAD

PACKER

SEAL OVER ALL FIXINGS

SLIDING DOOR HEAD

SCALE: 1:5

TILES

SUB-SILL/THRESHOLD j\ Tmm

SLIDING DOOR
SEAL OVER ALL FIXINGS
INTERNAL FINISH BY OTHERS

MORTAR

< 4?7

17 U a BACKING ROD AND SEALANT
= CONCRETE SLAB
A
< /A o —————— MECHANICAL FIXING TO
PROJECT SPECIFICATIONS

WATERPROOF MEMBRANE

SLIDING DOOR BASE - SIDE ELEVATION

SCALE: 1:5
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VERTICAL DAMP-PROOF COURSE FULL HEIGHT
OF WALL SEALED AGAINST FACADE PANELS
WITH ACOUSTIC RATED SEALANT. SEAL TO
SLAB AT TOP AND BOTTOM

HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS

HEBEL FACADE TOP HAT

DPC/FLASHING

BACKING ROD, PRIMER AND
SEALANT (FIRE RATED IF REQ.)

WALL WRAP

RONDO STUD FRAME WALL

SYSTEM

BRADFORD INSULATION

FIRE RATED WALL LININGS TO
PROJECT SPECIFICATIONS

BACKING ROD AND ACOUSTIC
RATED SEALANT
PLASTERBOARD
CORNER TAPE
BRADFORD INSULATION

PLASTERBOARD

HEBEL POWERPANEL

IMPORTANT: TREATMENT OF PARTY WALL

JUNCTIONS REQUIRES SPECIFIC PROJECT DESIGN

AND APPROVAL BY STRUCTURAL, FIRE, ACOUSTIC
AND OTHER PROJECT CONSULTANTS.

P

s

)

HEBEL (c) ACOUSTIC WALL SYSTEM - 755SS SHOWN

PARTY WALL INTERSECTION

SCALE: 1:5

PLASTERBOARD CORNER TAPE

FIRE RATED WALL LININGS TO

PROJECT SPECIFICATIONS

SYSTEM

—— RONDO STUD FRAME WALL

SYSTEM

— HEBEL POWERPANEL

—  HEBEL FACADE TOP HAT

—— RONDO STUD FRAME WALL

— BRADFORD INSULATION

PROVIDE FOAM AIR SEAL BETWEEN
STUD AND HEBEL POWERPANEL

CSR

CSR BUILDING PRODUCTS LTD
Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113
LOCKED BAG 1345, NORTH RYDE BC NSW 1670

AB.N. 55008 631356 Ph: 1300 369 448
www.hebelaustralia.com.au

AB.N. 55 008 631356

Phone:
Fax:

hebel i

The better way to build

CSR Building Products Limited

112 Wisemans Ferry Road

Somersby, NSW 2500
(02) 4340 3380
(02) 4340 3300

FIGURE

3.22

TITLE

HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS

SCALE

DESIGN GUIDE REFERENCE

HEBEL 1269 JULY

2013

1:5 @ A3

SHEET SIZE

DRAWN

DA

DATE
14.05.14

SHEET ND.

14 of 17

CHECK

cw

REVISION

B




92mm STEEL STUD

HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS

WALL WRAP

DULUX ACRATEX
COATING SYSTEM

75mm HEBEL POWERPANEL

HEBEL FACADE TOP HAT

PLASTERBOARD

FASTENER 14 - 10 x 100 BUGLE
HEAD TIMBER SCREW

DPC/FLASHING

SEALANT

N ,
CONCRETE SLAB <

4
<
4 < ~

TAPING OF WALL WRAP TO A
MEMBRANE < A N

PROVIDE WEEPHOLES AT ENDS
FOR DRAINING CAVITY

NOTE: ePRESSURE EQUALISATION SLOTS ARE TO BE
INSTALLED AT THE TOPS OF PANELS AT MAX. 3.0m CTRS
OVER BALCONIES GREATER THAN 3m IN WIDTH.

BALCONY DETAIL

SCALE: 1:5

WATERPROOF MEMBRANE TO BE LAID INTO SLAB PRIOR

WEL\ = TO LAYING TILE MORTAR BED. MEMBRANE TO EXTEND MIN.
g 200mm ONTO HEBEL PANEL ABOVE TILING FINISH

O ™ £

\/x - g

TILED BALCONY
MORTAR BED

BACKING ROD, PRIMER
AND SEALANT

DRAINAGE CONDUIT THROUGH BASE OF HEBEL PANEL
AND UNDER TILE BED TO DRAIN TO STORM WATER
SYSTEM OR TO PROJECT SPECIFICATIONS

ABLEFLEX

WATERPROOF
MEMBRANE
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HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS

BACKING ROD, AND FIRE AND
ACOUSTIC RATED SEALANT TO
PROJECT SPECIFICATIONS

HEBEL POWERPANEL

COATING SYSTEM

SEAL ALONG BACK EDGE MIN. 50mm
EACH SIDE OF INTERSECTION

PACKER

10mm NOM. j*g

BACKING ROD. PRIMER AND SEALANT
(FIRE RATED IF REQ.)

DULUX ACRATEX ACRALITE

DULUX ACRATEX COATING SYSTEM

WATERPROOF MEMBRANE
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HEBEL FACADE TOP HAT (SHOWN BEYOND)

RONDO STUD (SHOWN BEYOND)
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—— HEBEL POWERPANEL

FILL GAP WITH NON-COMBUSTABLE
ROCKWOOL OR FULLY GLUED
SECTION OF HEBEL

RONDO BASE ANGLE

HEBEL MORTAR

CONCRETE SLAB

INTERTENANCY FACADE JUNCTION DETAIL

SCALE: 1:5
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HEBEL POWERPANEL

B
— ..
HAND RAIL
i
s S

BACKING ROD, PRIMER
AND SEALANT (FIRE
RATED IF REQ.)

HEBEL POWERPANEL

d!

HIGH RISE MULTI-RESIDENTIAL FACADES
CONSTRUCTION DETAILS

STUD FRAME WALL SYSTEM

FIXINGS TO ENGINEER'S DETAILS

ADDITIONAL NOGGINGS TO
ENGINEER'S DETAILS

FIXINGS TO ENGINEER'S DETAILS

WALL WRAP

NOTE: ALL ELEMENTS TO BE SUPPORTED BY WALL SHALL
BE CONNECTED TO THE STRUCTURAL STEEL FRAMING. NO

LOADS ARE TO BE CARRIED BY HEBEL POWERPANEL

CLADDING.

HANDRAIL ATTACHMENT

SCALE: 1:5

HARDWOOD SUPPORT

FALL
—

BACKING ROD AND
SEALANT

o

é = N

L

>

O H
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&
CLIPAND SCREWTO & d
SUIT CAPPING .

[P e
30mm MIN. e “Tr

HEBEL POWERPANEL )
WALL WRAP OVERLAP AND TAPE Q
JOINTS TO MANUFACTURER'S
SPECIFICATIONS

4

NOTE: PARAPET CAPPING SHALL BE DESIGNED AND FASTENED
IN ACCORDANCE WITH SAA - HB39 1997 - INSTALLATION CODE
FOR METAL ROOFING AND WALL CLADDING. STOP ENDS SHALL

BE INCORPORATED TO ALL FLASHINGS.

PARAPET CAPPING

SCALE: 1:5

ULTIMATE DESIGN CAPPING OVERLAP
WIND PRESSURE (kPa) MINIMUM (mm)
15 50
3.5 100
5.0 150
7.0 200

CAPPING OVERLAP TABLE

‘WSEALANT

SUBFRAME MEMBER

/ FIBRE CEMENT SHEET
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