CONSTRUCTION FOR INTERTENANCY
DISCONTINUOUS WALL SYSTEMS
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TIMBER OR STEEL FRAMING AS
PER PROJECT SPECIFICATIONS

BLOCKING 45mm THICK
BETWEEN TRUSSES AS
REQUIRED
75mm HEBEL POWERPANEL - WALL BRACKETS EACH SIDE
PANEL T OF POWERPANEL*" PANEL

10-20mm GAP
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CONSTRUCTION FOR INTERTENANCY
DISCONTINUOUS WALL SYSTEMS

MAX. 1200mm

BRADFORD INSULATION AS PER
PROJECT SPECIFICATIONS

BETWEEN CLIPS

MINERAL FIBRE OR OTHER

FIRE-RESISTING MATERIAL AS
PER PROJECT SPECIFICATIONS

FOR FIRE AND ACOUSTIC PURPOSES
(NOMINAL DENSITY 260kg/m?)

NOTE: 'V' GUTTERS ARE CONSIDERED
NON-COMPLIANT IN VARIOUS STATES AND
TERRITORIES AROUND AUSTRALIA. AS SUCH
THE DESIGNER MUST DETAIL SUCH GUTTERS TO
ENSURE COMPLIANCE WITH STATE AND
TERRITORY PLUMBING REGULATIONS

BRADFORD INSULATION AS PER
PROJECT SPECIFICATIONS
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TIMBER OR STEEL FRAMING AS
PER PROJECT SPECIFICATIONS
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PANEL

10-20mm GAP

i |

—

ORI

ROOF PARAPET FOR POWERPANEL*-
INTERTENANCY DISCONTINUOUS WALL SYSTEMS

BLOCKING 45mm THICK
BETWEEN TRUSSES AS
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/ PROJECT SPECIFICATIONS

CSR BUILDING PRODUCTS LTD

Head Office: Triniti 3, 39 DELHI RD, NORTH RYDE NSW 2113
LOCKED BAG 1345, NORTH RYDE BC NSW 1670

AB.N. 55008 631356 Ph: 1300 369 448
www.hebelaustralia.com.au

SCALE: 1:5
CSR

AB.N. 55 008 631356

hebel if

The better way to build

CSR Building Products Limited

112 Wisemans Ferry Road

DETAL ROOF PARAPET FOR POWERPANEL*"
INTERTENANCY DISCONTINUOUS WALL SYSTEMS

SHEET SIZE

DESIGN GUIDE REFERENCE

1:5 @ A3

DRAWN

PC

DATE

13.05.14

Somersby, NSW 2500 HEBEL 1288 MAY

Phone: ~(02) 4340 3380
Fax  (02)4340 3300 2013

SHEET ND.

20f2

CHECK

cw

REVISION

B




	1
	2

