CONSTRUCTION FOR INTERTENANCY
DISCONTINUOUS WALL SYSTEMS
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75mm HEBEL
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CONTINUOUS HEBEL MORTAR >
ALUMINIUM BRACKET FIXED TO FRAME
WITH 2 x 2mm x 25mm GAL. NAILS
OR 2 x 12-11 x 35mm HEX HEAD TYPE 17 SCREWS FOR TIMBER FRAMING
OR 2 x 10-16 x 16mm WAFER HEAD SCREWS FOR STEEL FRAMING
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CONSTRUCTION FOR INTERTENANCY A
DISCONTINUOUS WALL SYSTEMS

BRACKET FIXED TO FRAME WITH 2 x 2mm x 25mm GAL NAILS
OR 2 x 12-11 x 35mm HEX HEAD TYPE 17 SCREWS FOR TIMBER FRAMING
OR 2 x 10-16 x 16mm WAFER HEAD SCREWS FOR STEEL FRAMING
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FIRE RATED BACKING ROD AND

POLYURETHANE FIRE AND ACOUSTIC RATED
SEALANT* TO ONE SIDE (*RATED TO 90 MINS)

L
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BRACKET FIXED TO POWERPANEL*"
PANEL WITH 2 x 14-10 x 65mm
HEX HEAD TYPE 17 SCREWS

HORIZONTAL JOINT FIXING - OPTION 1

SCALE: 1:5
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CONSTRUCTION FOR INTERTENANCY
DISCONTINUOUS WALL SYSTEMS

75mm HEBEL
POWERPANEL*" PANEL

CONTINUOUS HEBEL MORTAR
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NOTE: THIS FRAME TO BE
CONSTRUCTED FIRST

GYPROCK PLASTERBOARD TO
SYSTEM SPECIFICATION

TIMBER OR STEEL FRAMING
AS PER PROJECT
SPECIFICATIONS

10- 20mm GAP

INSULATION TO SYSTEM SPECIFICATION

POWERPANELX" PANEL FIXED TO
CONTINUOUS STEEL ANGLE
WITH N°14 10 x 95mm HEX HEAD
SCREWS AT 600mm MAX.CTRS

CONTINUOUS STEEL ANGLE

.' J FIXED TO SLAB WITH MASONRY
~ ‘ ANCHORS AT 600mm MAX. CTRS
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CONSTRUCTION FOR INTERTENANCY
DISCONTINUOUS WALL SYSTEMS

FIXED BACK TO BACK WITH
10-16 x 16mm WAFER HEAD

SCREWS AT 600mm MAX. — N
CENTRES
150mm MIN.
- N
CONTINUOUS STEEL CHANNEL
76 x 32 x 0.75mm BMT
OR 150mm MIN.
76 x 50 x 0.70mm DEFLECTION
TRACK OR J-TRACK
- - N

16mm GYPROCK FYRCHEK PLASTERBOARD
FIXED TO HEBEL POWERPANEL*" PANEL WITH
10 x 50mm BUGLE HEAD LAMINATING SCREWS
AT 400mm CENTRES MAX.

HORIZONTAL JOINT FIXING - OPTION 2
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CONSTRUCTION FOR INTERTENANCY
DISCONTINUOUS WALL SYSTEMS
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GYPROCK PLASTERBOARD TO
/ SYSTEM SPECIFICATION

TIMBER OR STEEL FRAMING
AS PER PROJECT
SPECIFICATIONS

10- 20mm GAP

75mm HEBEL
POWERPANEL*
PANEL

CONTINUOUS STEEL CHANNEL
(RONDO 76 x 28 x 0.75mm)

FIXED WITH MASONRY ANCHORS
AT 600mm MAX. CTRS

INSULATION TO SYSTEM SPECIFICATION
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CONSTRUCTION FOR INTERTENANCY
DISCONTINUOUS WALL SYSTEMS

50mm ' 50mm

600mm WIDE
HEBEL POWERPANEL*-
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\

: CENTRELINE OF PANEL
% \

\

WALL BRACKET SHALL
BE FIXED TO PANEL
WITHIN A 100mm WIDE
CENTRAL REGION OF

‘ THE PANEL
@)
lo
4 J 4 4
4 4 < 4
A
4 < g A A 50mm 50mm < 4 A
4 < 4
< a 4 <
A N : oy
: 4 N 4 < s 4 <
< 4 < A4 A 4
< . ) A 4
< A o A pal <
4 < 4 9 4
SCALE: 1:5
TITLE
oa . s BRACKET FIXING
CSR BUILDING PRODUCTS LTD f'f? .
CSR Head Office: Triniti 3, 30 DELHI RD, NORTH RYDE NSW 2113 e e é SCALE SHEET SIZE DRAWN DATE
= LOCKED BAG 1345, NORTH RYDE BC NSW 1670 d DESIGN GUIDE REFERENCE PC 13.05.14
SR M Mot ot i | wese Y | 19@AY e ——fo
CSR Building Products Limited 2013 60f6 cw B




	1
	2
	3
	4
	5
	6

