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BOUNDARY WALL DETAILS

50mm POWERPANEL®** BOUNDARY WALL - SLAB SUPPORTED
PANEL BASE
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CONTINUOUS SOLID TIMBER BLOCKING

EXTERNAL FRAME

BACKING ROD

_—

BOUNDARY WALL DETAILS

-

ROOF AND CEILING
STRUCTURE

)

OPTION 1B:
6mm FIBRE CEMENT
SHEETING. SEE

IF EAVES PROJECT WITHIN 650mm OF
BOUNDARY, THE SOFFIT/EAVES
LINING BOARD IS TO BE OF A
MATERIAL CAPABLE OF MAINTAINING
THE FRL OF 30/30/30

PAINTABLE EXTERNAL FIRE

Dn‘

GRADE SEALANT

COATING SYSTEMS AS PER
PROJECT SPECIFICATION

24mm OR 35mm HEBEL

MIN. 50mm OVERLAP

OF 6mm FIBRE NOTE A
CEMENT SHEET WITH
HEBEL PANEL N

PERFORATED TOP HAT

50mm HEBEL POWERPANELS® PANEL

BUILDING WRAP (OR

WALL UNDERLAY)

NOTE A:

WHERE SOLID TIMBER BLOCKING IS INSTALLED
UNDER THE FRAME TOP PLATE (OPTION A) SUCH
BLOCKING MUST EXTEND BELOW THE LEVEL OF
THE SOFFIT LINING.

WHERE 6mm FIBRE CEMENT SHEETING IS
INSTALLED AGAINST THE TOP PLATE AGAINST
THE TOP PLATE & STUDS, SUCH LINING SHOULD
BE OVERLAPPED A MIN. OF 50mm WITH THE
HEBEL EXTERNAL WALL PANEL. (OPTION 1B).

OPTION 1A:
SOLID TIMBER BLOCKING.
SEE NOTE A.

OPTION 1

CONTINUOUS SOLID TIMBER BLOCKING

EXTERNAL FRAME

\

-

ROOF AND CEILING
STRUCTURE

NOMINAL 20mm

IF EAVES PROJECT WITHIN 650mm OF
BOUNDARY, THE SOFFIT/EAVES
LINING BOARD IS TO BE OF A
MATERIAL CAPABLE OF MAINTAINING
THE FRL OF 30/30/30

24mm OR 35mm HEBEL
PERFORATED TOP HAT

COATING SYSTEMS AS PER
PROJECT SPECIFICATION

BUILDING WRAP (OR WALL
UNDERLAY)

50mm HEBEL POWERPANELS? PANEL

6mm FIBRE CEMENT SHEET TO BE
FIXED TO FRAME AND TO EXTEND
FROM OVER LOWER EDGE OF TOP
PLATE TO THE NEAREST FLANGE OF
THE TOP HAT SECTION CLOSEST TO
THE TOP OF THE HEBEL PANEL (BEING
AT LEAST 150mm - 250mm BELOW THE
TOP OF THE PANEL).

OPTION 2

50mm POWERPANEL®® BOUNDARY WALL - TYPICAL EAVES DETAIL

SCALE 1:5
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BOUNDARY WALL DETAILS

-

ROOF AND CEILING STRUCTURE
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