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POWERPANEL 75mm WALL SYSTEM

CSR Hebel is a division of CSR Building Products (NZ) Ltd.
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TWO STOREY ADDITIONS - TYPICAL SECTION
WITH BRICK VENEER BELOW
SCALE: 1:20
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DPC FLASHING

REINFORCED
CONCRETE FOOTING

TIMBER STUD FRAME

NOTE:
1. THESE GAP WIDTHS CAN BE REDUCED FOR LOW SHRINKAGE FLOOR SYSTEMS. CONTACT THE
FLOOR SYSTEM MANUFACTURER FOR GUIDANCE ON ACCEPTABLE GAP WIDTH. REFER TO TABLES
1.7 - 1.10 ON PAGE 11 FOR NUMBER OF TOP HATS REQUIRED )OR TABLES 2.3 - 2.6 ON PAGE 20 FOR
BOUNDARY WALLS

TIMBER FLOORING

EXISTING
BRICK VENEER

EXISTING TIMBER FRAME

REFER TO DETAIL 3.25

REFER TO DETAIL 3.40

PERFORATED STEEL
TOP HAT SECTION

25mm DEFLECTION GAP

50mm MIN

 
 

 

BUILDING WRAP (OR
WALL UNDERLAY)

PENETRATIONS THROUGH HEBEL POWERPANELXL

PANEL FOR SERVICES SHOULD BE NEATLY DRILLED
AND THE JOINT SEALED WITH AN PAINTABLE
EXTERNAL GRADE SEALANT (ACOUSTIC & FIRE
RATED. AS REQUIRED)

HEBEL 75mm POWERPANELXL PANEL
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TWO STOREY ADDITIONS - TYPICAL SECTION WITH
DOUBLE BRICK BELOW
SCALE: 1:20
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HEBEL POWERFLOOR

REINFORCED
CONCRETE FOOTING

TIMBER STUD FRAME

EXISTING DOUBLE
BRICKWORK

REFER TO DETAIL 3.39

REFER TO DETAIL 3.25

PERFORATED STEEL
TOP HAT SECTION

DPC FLASHING

25mm DEFLECTION GAP

50mm MIN

NOTE:
1. THESE GAP WIDTHS CAN BE REDUCED FOR LOW SHRINKAGE FLOOR SYSTEMS. CONTACT THE
FLOOR SYSTEM MANUFACTURER FOR GUIDANCE ON ACCEPTABLE GAP WIDTH. REFER TO TABLES
1.7 - 1.10 ON PAGE 11 FOR NUMBER OF TOP HATS REQUIRED )OR TABLES 2.3 - 2.6 ON PAGE 20 FOR
BOUNDARY WALLS

 
 

 

HEBEL 75mm POWERPANELXL PANEL

BUILDING WRAP (OR
WALL UNDERLAY)

PENETRATIONS THROUGH HEBEL POWERPANELXL

PANEL FOR SERVICES SHOULD BE NEATLY DRILLED
AND THE JOINT SEALED WITH AN PAINTABLE
EXTERNAL GRADE SEALANT (ACOUSTIC & FIRE
RATED. AS REQUIRED)
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