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Phone: (03) 336 5500
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POWERPANEL 75mm WALL SYSTEM

CSR Hebel is a division of CSR Building Products (NZ) Ltd.

FOOTING JUNCTION DETAILS

74mm MIN

 

MIN 50mm BELOW BOTTOM OF HEBEL
POWERPANELXL TO SOIL LINE

FOOTING JUNCTION DETAIL 1
SCALE 1:5

REINFORCED CONCRETE SLAB & FOOTING

24mm OR 35mm
PREFORATED STEEL
TOP HAT SECTION

HEBEL 75mm
POWERPANELXL PANEL

BUILDING WRAP (OR
WALL UNDERLAY)

COATING SYSTEM AS PER
PROJECT SPECIFICATION

25mm MAX OVERHANG APPLIED
TANKING MEMBRANE TO BASE OF
PANEL RETURN MINIMUM 15mm UP
FRONT FACE OF PANEL

DCP FLASHING
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FGL

250 MAX.

50 MIN.

FOOTING JUNCTION DETAIL 2
SCALE 1:10

REINFORCED CONCRETE SLAB

MIN 50mm BELOW BOTTOM OF
HEBEL POWERPANELXL TO
SOIL LINE

TIMBER OR STEEL STUD FRAME

BUILDING WRAP (OR
WALL UNDERLAY)

HEBEL 75mm
POWERPANELXL PANEL

REINFORCED
CONCRETE FOOTING

25mm MAX OVERHANG APPLIED TANKING
MEMBRANE TO BASE OF PANEL RETURN
MINIMUM 15mm UP FRONT FACE OF PANEL

DPC FLASHING
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FOOTING JUNCTION DETAILS

FGL

FOOTING JUNCTION DETAIL 3
SCALE 1:10

FILL

DCP FLASHING

REINFORCED CONCRETE SLAB

REINFORCED STRIP FOOTING

TIMBER OR STEEL
STUD FRAME

V GROOVE AT BRICK/HEBEL JUNCTION
APPLIED TANKING MEMBRANE TO BASE
OF PANEL RETURN MINIMUM 15mm UP
FRONT FACE OF PANEL

BLOCKWORK TO
UNDERSIDE OF SLAB

BUILDING WRAP (OR
WALL UNDERLAY)

HEBEL 75mm
POWERPANELXL PANEL
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FOOTING JUNCTION DETAIL 4
SCALE 1:10

FGL

REINFORCED STRIP FOOTING

BLOCKWORK TO UNDERSIDE OF PANEL

ENGAGED BLOCK PIERS

ANT CAP

HEBEL POWERFLOOR SEE NOTE 3

REFER TO NOTE 2

25mm DEFLECTION GAP
POLYURETHANE AIR SEAL OPEN CELL FOAM

FEATURED MOULDING BLOCK
GLUED & SCREWED TO PANEL

TIMBER OR STEEL
STUD FRAME

DPC FLASHING

HEBEL 75mm
POWERPANELXL PANEL

BUILDING WRAP (OR
WALL UNDERLAY)

REFER TO NOTE 1

NOTE:
1. DO NOT FIX TOP HAT TO FLOOR JOISTS.
2. IF NON-SHRINK FLOOR JOISTS ARE USED, GAP MAY BE REDUCED OR ELIMINATED.
    SEEK FURTHER TECHNICAL ADVICE FROM THE FRAMING MANUFACTURER.
3. REFER TO CSR HEBEL FOR HEBEL POWERFLOORTM DETAILS.
4. WHEN FIXING TOP HATS TO CONCRETE, CONTACT THE FIXING MANUFACTURER FOR DETAILS.
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BASE DETAIL SUSPENDED FLOOR - PIER CONNECTION
SCALE 1:5

120mm
MIN.

NO. 14 -10x90mm HEX
HEAD TYPE 17 SCREW

NO. 14 -10 x 90 HEX
HEAD TYPE 17 SCREW
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FOOTING JUNCTION DETAIL 5
SCALE 1:5

DISCONTINUOUS PERFORATED
STEEL TOP HAT SECTION

GALVANISED ANGLE
STRUCTURE TO
ENGINEERS DETAILS

BACKING ROD

CONTROL JOINT
REQUIRED AT EVERY PIER

2 x NO. 12- 11x35 TIMBER
SCREWS TO STUDS

EXISTING BLOCK PIERCOATING SYSTEM AS PER
PROJECT SPECIFICATION

CONTROL JOINT

NEW LOAD BEARING BEAM OR FRAME
SUPPORTED OFF EXISTING PIERS BY
STRUCTURAL ENGINEER (FACE TO
ALIGN WITH EXISTING FACADE)

EXISTING PIER/STUMPS

GALVANISED ANGLE
STRUCTURE TO SUIT
ENGINEERS REQUIREMENTS

TIMBER FRAMED
EXTERNAL WALLS

HEBEL 75mm POWERPANELXL PANEL

PAINTABLE EXTERNAL GRADE
SEALANT (ACOUSTIC AND/OR
FIRE RATED, AS REQUIRED)

10mm THICK ABLEFLEX
OR BACKING ROD

NOTE
1. REFER TO TABLE 1.7 AND 1.10 TO TOP HAT
REQUIREMENT FOR SUSPENDED APPLICATIONS
2. THIS DETAIL IS NOT CONSIDERED TO ACHIEVE A FIRE
RATING LEVEL

BUILDING WRAP (OR
WALL UNDERLAY)

COATING SYSTEM AS PER
PROJECT SPECIFICATION

NOTE:
1. REFER TO TABLE 1.7 AND 1.10 FOR TOP HAT REQIREMENT FOR SUSPENDED APPLICATIONS
2. THIS DETAIL IS NOT CONSIDERED TO ACHIEVE A FIRE RATING LEVEL

PAINTABLE EXTERNAL GRADE
SEALANT (ACOUSTIC AND/OR
FIRE RATED, AS REQUIRED)
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BASE ANGLE FIXED TO SIDE OF CONCRETE SLAB TO TEMPORARILY
SUPPORT PANEL AND CLOSE TOP HAT CAVITY

TIMBER FRAMING

CAVITY SPACE FOR 24mm OR 35mm
PERFORATED TOP HAT SECTION

INTERIOR LINING

BUILDING WRAP (OR WALL UNDERLAY)

FLOOR SLAB

HEBEL 75mm POWERPANELXL PANEL

75mm MINIMUM

50mm MINIMUM

APPLY TANKING MEMBRANE TO BASE OF PANEL, RETURN
MINIMUM 15mm UP THE FRONT FACE OF THE PANEL

SUSPENDED PANEL AT SLAB EDGE DETAIL
SCALE 1:5

NOTES
1. ALL GARDEN BEDS AND/OR FINISHED SOIL LINE MUST REMAIN A MINIMUM OF
50mm BELOW THE BOTTOM OF THE FINISHED RENDERED WALL.

CSR FIRESEAL STRIPS BETWEEN BACK OF
ANGLE AND CONCRETE SLAB EDGE AND AT
BASE ANGLE HORIZONTAL LEG.
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