EXTERNAL FRAME

BACKING ROD

/

-

ROOF AND CEILING
STRUCTURE

SOFFIT/EAVES LINING BOARD

PAINTABLE EXTERNAL
GRADE SEALANT
(ACOUSTIC AND/OR FIRE

RATED. AS REQUIRED)

24mm OR 35mm HEBEL
PERFORATED TOP HAT

BUILDING WRAP (OR

WALL UNDERLAY)

COATING SYSTEMS AS PER

PROJECT SPECIFICATION

HEBEL 75mm POWERPANEL*- PANEL

\/
A i
O
A
Clpesson—
A
>
>
OPTION 1

WALL JUNCTION DETAILS & SECTIONS

EXTERNAL FRAME

V'

.

ROOF AND CEILING
STRUCTURE

NOMINAL 20mm

SOFFIT/EAVES LINING BOARD

24mm OR 35mm HEBEL
PERFORATED TOP HAT

COATING SYSTEMS AS PER

PROJECT SPECIFICATION

BUILDING WRAP (OR WALL
UNDERLAY)

HEBEL 75mm POWERPANELX- PANEL

OPTION 2

TYPICAL ROOF EAVES DETAILS

SCALE 1:5

POWERPANEL 75mm WALL SYSTEM
TYPICAL ROOF EAVES DETAILS

® Unit 3, 38b Birmingham Drive 2
P O Box 29354 3.25
Christchurch 8540, New Zealand DA
A3 20.12.13

The better way to build Phone: (03) 336 5500 HELIT002 AUGUST 1:5@ A3

Email: info@csrhebel.co.nz 2013
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EXTERNAL FRAME

CONTINUOUS SOLID TIMBER BLOCKING

GUTTER

FASCIA BOARD

24mm OR 35mm HEBEL
PERFORATED TOP HAT

COATING SYSTEMS AS PER
PROJECT SPECIFICATION ————————

BUILDING WRAP (OR
WALL UNDERLAY)

HEBEL 75mm POWERPANEL*- PANEL

TYPICAL ROOF EAVES DETAIL
(NO EAVE OVERHANG)

SCALE 1:5

NOTE: PARAPET CAPPING DETAIL TO BE
CONSTRUCTED IN ACCORDANCE WITH
E2/AS1, SECTION 6.

WALL JUNCTION DETAILS & SECTIONS

TIMBER SUPPORT

CLEARANCE TO ALLOW FOR
TIMBER FRAME SHRINKAGE

FALL

-

24mm OR 35mm HEBEL
PERFORATED TOP HAT

CLIP AND SCREW TO %
SUIT CAPPING

BUILDING WRAP (OR

;3
LJ\E\

WALL UNDERLAY)

COATING SYSTEMS AS PER
PROJECT SPECIFICATION ————

STRUCTURAL WALL FRAMING

CONTINUOUS SOLID TIMBER BLOCKING

HEBEL 75mm POWERPANEL*- PANEL

TYPICAL ROOF/PARAPET WALL DETAIL

SCALE 1:5

B hebel

The better way to build

CSR Hebel is a division of CSR Building Products (NZ) Ltd.

Unit 3, 38b Birmingham Drive
P O Box 29354
Christchurch 8540, New Zealand

Phone: (03) 336 5500
Email: info@csrhebel.co.nz

Web: www.csrhebel.co.nz

3.26-3.27

POWERPANEL 75mm WALL SYSTEM
TYPICAL ROOF EAVES DETAIL (NO EAVE OVERHANG)
ROOF/PARAPET WALL DETAIL

HELIT002 AUGUST
2013

1:5@ A3

A3

DA

20.12.13
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BUILDING WRAP (OR WALL UNDERLAY)
LAPPED OVER BASE ANGLE

HEBEL 75mm POWERPANEL*-
PANEL (BASE OF PANEL TO BE CUT

PARALLEL TO ROOF SHEETING)

APPLY TANKING MEMBRANE TO BASE
OF PANEL RETURN MINIMUM 15mm UP

FRONT FACE OF PANEL

BASE ANGLE FIXED TO
TIMBER FRAME

35mm MIN

ROOF TO WALL JUNCTION DETAIL

SCALE 1:5

V'

WALL JUNCTION DETAILS & SECTIONS

75mm MIN

FLASHING TO PROJECT SPECIFICATION
(TO BE PLACED OVER ROOF SHEETING
AS PER E2/AS1 AND PROJECT BEYOND
BASE OF PANEL BY 75mm)

HEBEL 75mm POWERPANELX-

PARALLEL TO BALCONY FINISH)

BUILDING WRAP (OR WALL
UNDERLAY) LAPPED OVER
BASE ANGLE

FRONT FACE OF PANEL

PANEL (BASE OF PANEL TO BE CUT
-
[
A==
APPLY TANKING MEMBRANE TO BASE X ‘
OF PANEL RETURN MINIMUM 15mm UP 0 = /"
\
A==
35mm MIN AT HIGHEST N
POINT OF BALCONY A

150mm

%

BASE ANGLE FIXED TO

TIMBER FRAME

BALCONY MEMBRANE

(MORTAR BED AND TILE OVER)

BALCONY TO WALL JUNCTION DETAIL

SCALE 1:5

B hebel

The better way to build
CSR Hebel is a division of CSR Building Products (NZ) Ltd.

Unit 3, 38b Birmingham Drive
P O Box 29354
Christchurch 8540, New Zealand

Phone: (03) 336 5500
Email: info@csrhebel.co.nz

Web: www.csrhebel.co.nz

3.28-3.29

POWERPANEL 75mm WALL SYSTEM

ROOF TO WALL JUNCTION DETAIL - BALCONY DETAIL

HELIT002 AUGUST
2013
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75mm HEBEL POWERPANELX- PANEL

BEAM PENETRATION
THROUGH WALL

WALL JUNCTION DETAILS & SECTIONS

10mm GAP TO ALLOW FOR
MOVEMENT, FILLED WITH
EXTERNAL GRADE ACOUSTIC
AND/OR FIRE REATED

PAINTABLE SEALANT

V'

BEAM PENETRATION DETAIL

SCALE 1:5

B hebel

The better way to build
CSR Hebel is a division of CSR Building Products (NZ) Ltd.

Unit 3, 38b Birmingham Drive
P O Box 29354
Christchurch 8540, New Zealand

Phone: (03) 336 5500
Email: info@csrhebel.co.nz

Web: www.csrhebel.co.nz

3.30

POWERPANEL 75mm WALL SYSTEM
BEAM PENETRATION DETAIL

HELIT002 AUGUST
2013
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EXTRA STUDWORK

TRUSS

PAINTABLE EXTERNAL
GRADE SEALANT

(ACOUSTIC AND/OR FIRE
RATED. AS REQUIRED)

=

10mm ABLEFLEX

50mm MAX

4..
| |

SOLID PACKER

HEBEL 75mm

P50mm MAX

POWERPANELX- PANEL

BUILDING WRAP (OR

WALL JUNCTION DETAILS & SECTIONS

EXTRA STUDWORK g L

TRUSS -

PAINTABLE EXTERNAL
GRADE SEALANT -
(ACOUSTIC AND/OR FIRE
RATED. AS REQUIRED) =3 PR— )m»

10mm ABLEFLEX *

BUILDING WRAP (OR
WALL UNDERLAY)

)

SOLID PACKER

==

WALL UNDERLAY)

GABLE END WALL DETAIL

SCALE 1:5

TIMBER LINTEL OVER WINDOW
DESIGNED TO SUPPORT HEBEL
75mm POWERPANEL* PANEL

LOADING OVER P

HEBEL 75mm POWERPANELX- PANEL TO BE
EXTERNALLY FACED FIXED TO TOP HATS
WITH No.14 -10x90mm HEX HEAD TYPE 17
SCREWS @600cts

50 SLOPE

FLEXABLE FLASHING TAPE

2mm
GAP

DPC HEAD FLASHING

1
SEALANT *

—

WINDOW FRAME

GABLE END WALL DETAIL - LINTEL PANEL OVER WINDOW

SCALE 1:5

POWERPANEL 75mm WALL SYSTEM
GABLE END WALL DETAIL - LINTEL PANEL OVER WINDOW

® Unit 3, 38b Birmingham Drive
P O Box 20354 3.31-3.32
Christchurch 8540, New Zealand
A3

DA

20.12.13
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SCREWS FIXED AT 600mm CENTRES
USING No.14 -10 x 150mm HEX HEAD
TYPE 17 SCREWS

WALL JUNCTION DETAILS & SECTIONS

750mm MAX

75mm

75mm

BN

HEBEL 75mm POWERPANEL*- PANEL

100mm x 100mm TIMBER SUPPORT POST

-

TOP HAT

14-10 x 90mm HEX HEAD SCREWS

MESH EMBEDDED IN TEXTURE COAT
(ALL AROUND COLUMN)

600mm MAX

GLUE TO

ALL JOINTS

COLUMN DETAIL (GLUED AND SCREWED)

SCALE 1:5

B hebel

The better way to build

CSR Hebel is a division of CSR Building Products (NZ) Ltd.

Unit 3, 38b Birmingham Drive
P O Box 29354
Christchurch 8540, New Zealand

Phone: (03) 336 5500
Email: info@csrhebel.co.nz

Web: www.csrhebel.co.nz

3.33

POWERPANEL 75mm WALL SYSTEM
COLUMN DETAIL (GLUED AND SCREWED)
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