CAVITY SPACE FOR 24mm OR 35mm
PERFORATED TOP HAT SECTION

BOUNDARY WALL DETAILS

HEBEL 75mm POWERPANEL*- PANEL

<1000mm

TIMBER FRAMING

29

INTERIOR LINING

BUILDING WRAP (OR WALL UNDERLAY)

¥

BOUNDARY

75mm MINIMUM

o1 )O)
O

HANDIBRAC POSITIONED CENTRALLY ON

BOTTOM PLATE AT EACH STUD WHERE

STUDS ARE AT 600 CENTRES. FIX TO EVERY
ALTERNATIVE STUD WHEN STUD SPACING IS
400mm CENTRES.

E HANDIBRAC POSITIONED
o CENTRALLY ON BOTTOM PLATE
O e i
FLOOR SLAB o o
PROPRIETARY CONCRETE ANCHOR
WITH 8kN UPLIFT CAPACITY
FL es B
r el DPC FLASHING
E47 4 1t
< <
4 4 2 < 5 4 < a/L CSR FIRESEAL STRIPS BETWEEN BACK OF ANGLE
< 4 A p g : - AND CONCRETE SLAB EDGE AND AT BASE OF
A o 4 2 4 g/: =] L PANEL/TOP OF BASE ANGLE HORIZONTAL LEG.
< 4 ]
4 LT L - ) < ° ) N |
15mm GL
A < 5 40mm
a A 4
<
<
4 9 4
< BASE ANGLE FIXED
4 TO SIDE OF
4 A CONCRETE SLAB
< & ]
BASE ANGLE FIXED TO SIDE OF CONCRETE SLAB TO TEMPORARILY
SUPPORT PANEL AND CLOSE TOP HAT CAVITY ya) =
pa)
< 44
<
4
<
A pa)
APPLY TANKING MEMBRANE TO BASE OF PANEL, RETURN N < A
MINIMUM 15mm UP THE FRONT FACE OF THE PANEL & 4
4 A
50mm MINIMUM
75mm POWERPANELX BOUNDARY WALL - SLAB SUSPENDED

PANEL BASE

SCALE 1:5

BASE ANGLE OVERLAP DETAIL

MIN. 250mm
OVERLAP

RED DASHED LINES INDICATE
STRIP OF CSR FIRE SEALANT

B hebel

The better way to build
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POWERPANEL 75mm WALL SYSTEM

BOUNDARY WALL - BASE ANGLE OVERLAP DETAIL -

SUSPENDED BASE DETAIL
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BOUNDARY WALL DETAILS

<4

BUILDING WRAP (OR WALL UNDERLAY) >
>
<1000mm °<QE
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[a2]
TIMBER OR STEEL STUD FRAME >
HEBEL 75mm POWERPANELX PANEL >
24mm OR 35mm HEBEL )
PERFORATED TOP HAT >
oo - HANDIBRAC POSITIONED CENTRALLY ON
o £ BOTTOM PLATE AT EACH STUD WHERE
O O STUDS ARE AT 600 CENTRES. FIX TO EVERY
mam{ ALTERNATIVE STUD WHEN STUD SPACING IS
400mm CENTRES.
REINFORCED CONCRETE SLAB - PROPRIETARY CONCRETE ANCHOR
_ . B WITH 8kN UPLIFT CAPACITY
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75mm POWERPANEL*- BOUNDARY WALL - SLAB SUPPORTED

PANEL BASE

SCALE 1:5
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POWERPANEL 75mm WALL SYSTEM
BOUNDARY WALL - SLAB SUPPORTED PANEL BASE DETAIL
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CONTINUOUS SOLID TIMBER BLOCKING

EXTERNAL FRAME

BACKING ROD

/

=

BOUNDARY WALL DETAILS

-

ROOF AND CEILING
STRUCTURE

IF EAVES PROJECT WITHIN 650mm OF
BOUNDARY, THE SOFFIT/EAVES
LINING BOARD IS TO BE OF A
MATERIAL CAPABLE OF MAINTAINING
THE FRL OF 30/30/30

PAINTABLE EXTERNAL FIRE
GRADE SEALANT

24mm OR 35mm HEBEL

~— MIN. 50mm OVERLAP
OF 6mm FIBRE
CEMENT SHEET WITH

— HEBEL PANEL —

PERFORATED TOP HAT

COATING SYSTEMS AS PER
PROJECT SPECIFICATION

75mm HEBEL POWERPANELX- PANEL

BUILDING WRAP (OR
WALL UNDERLAY)

NOTE A:

THE SOFFIT LINING.

WHERE 6mm FIBRE CEMENT SHEETING IS
INSTALLED AGAINST THE TOP PLATE AGAINST
THE TOP PLATE & STUDS, SUCH LINING SHOULD
BE OVERLAPPED A MIN. OF 50mm WITH THE
HEBEL EXTERNAL WALL PANEL. (OPTION 1B).

| | BN
‘C/
D
(Fmmnmegtn—
EI
L
WHERE SOLID TIMBER BLOCKING IS INSTALLED
UNDER THE FRAME TOP PLATE (OPTION A) SUCH
BLOCKING MUST EXTEND BELOW THE LEVEL OF

OPTION 1A:

OPTION 1B:

6mm FIBRE CEMENT
SHEETING. SEE
NOTE A

SOLID TIMBER BLOCKING.

SEE NOTE A.

CONTINUOUS SOLID TIMBER BLOCKING

EXTERNAL FRAME

NOMINAL 20mm

-

ROOF AND CEILING
STRUCTURE

IF EAVES PROJECT WITHIN 650mm OF
BOUNDARY, THE SOFFIT/EAVES
LINING BOARD IS TO BE OF A
MATERIAL CAPABLE OF MAINTAINING

THE FRL OF 30/30/30

24mm OR 35mm HEBEL

PERFORATED TOP HAT

COATING SYSTEMS AS PER
PROJECT SPECIFICATION

75mm HEBEL POWERPANELX- PANEL

BUILDING WRAP (OR WALL
UNDERLAY)

6mm FIBRE CEMENT SHEET TO BE
FIXED TO FRAME AND TO EXTEND
FROM OVER LOWER EDGE OF TOP
PLATE TO THE NEAREST FLANGE OF
THE TOP HAT SECTION CLOSEST TO
THE TOP OF THE HEBEL PANEL (BEING
AT LEAST 150mm - 250mm BELOW THE
TOP OF THE PANEL).

OPTION 2

75mm POWERPANEL*- BOUNDARY WALL - TYPICAL EAVES DETAIL

SCALE 1:5
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BOUNDARY WALL - TYPICAL EAVES DETAIL
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BOUNDARY WALL DETAILS

EXTERNAL FRAME

NOTE: PARAPET CAPPING DETAIL TO BE
CONSTRUCTED IN ACCORDANCE WITH

CONTINUOUS SOLID TIMBER BLOCKING E2/AS1, SECTION 6.

—
% TIMBER SUPPORT
GUTTER CLEARANCE TO ALLOW FOR FALL
TIMBER FRAME SHRINKAGE
y q
- RS Yot
/ iw
Y
[(prerere— 9
(rnnnprmsisgnn—
CLIP AND SCREW TO \/(
ptie=— SUIT CAPPING i
[sowse—
BUILDING WRAP (OR
24mm OR 35mm HEBEL WALL UNDERLAY) -
PERFORATED TOP HAT
COATING SYSTEMS AS PER
PROJECT SPECIFICATION ——— b
COATING SYSTEMS AS PER STRUCTURAL WALL FRAMING >
PROJECT SPECIFICATION ——— %
CONTINUOUS SOLID TIMBER BLOCKING
BUILDING WRAP (OR
WALL UNDERLAY) = HEBEL 75mm POWERPANELX- PANEL |
HEBEL 75mm POWERPANELX: PANEL |
75mm POWERPANELX- BOUNDARY WALL - 75mm POWERPANELX- BOUNDARY WALL -
NO EAVES DETAIL PARAPET DETAIL
SCALE 1:5 SCALE 1:5

POWERPANEL 75mm WALL SYSTEM

® Unit 3, 38b Birmingham Drive BOUNDARY WALL - NO EAVE DETAIL, PARAPET DETAIL
P O Box 20354 24-25
Christchurch 8540, New Zealand
A3 DA 20.12.13
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